
T E C H N I C A L  D A T A  S H E E T

E N

ARNO
Hybrid stereo integrated amplifier

ECC88 tube  ·  Texas Instruments LM1875T  ·  2 × 13.5 W into 8 Ω

F I N I S H E S

Aluminium Standard Gloss black Option Matte pearl white Option
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T E C H N I C A L  S P E C I F I C A T I O N S

ARNO Hybrid integrated amplifier

Architecture

• Hybrid stereo integrated amplifier

• ECC88 tube (dual triode)

• Texas Instruments LM1875T

Construction

• Cast aluminium chassis

• EMI/RFI shielding

• ALPS RK27 “Blue Velvet” potentiometer

• Custom audio-grade toroidal transformer with 
very low induced noise

• Schurter IEC inlet and fuse

Connectivity

• 2 RCA line inputs

• 1 stereo speaker output (screw binding posts / 
banana plugs)

Dimensions & finishes

• 19 × 19 × 12 cm

• Aluminium

• Options: gloss black, matte pearl white

Measurements

16.5 W
One channel driven ·  8 Ω · 1 kHz

13.5 W
Both channels driven ·  8 Ω · 1 kHz

15.5 W
Maximum power ·  10 Hz – 20 kHz

15 Hz – 70 kHz
Frequency response ·  within 0.5 dB (3 W)

100 kΩ
Input impedance

Rear panel

Entirely manufactured in France

Machining, soldering of discrete 
components and internal wiring.
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