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SOLO
Hybrid headphone amplifier

Class B push-pull  ·  ECC82  ·  2 × 0.7 W into 47 Ω  ·  30 to 600 Ω headphones
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T E C H N I C A L  S P E C I F I C A T I O N S

SOLO Hybrid headphone amplifier

Architecture

• Hybrid stereo headphone amplifier

• Class B push-pull

• 1 ECC82 tube (dual triode) per channel

• 4 transistors per channel

Headphones

• Output power: 2 × 0.7 W into 47 Ω

• 2 output impedance settings: high and low

• For headphones from 30 to 600 Ω

Construction

• Cast aluminium chassis

• EMI/RFI shielding

• ALPS RK27 “Blue Velvet” potentiometer

• Audio-grade toroidal transformer with very low 
induced noise

• Schurter IEC inlet and fuse

Connectivity

• 1 RCA line input

• 1 Neutrik 6.35 mm (¼") jack output

Dimensions & finishes

• 19 × 19 × 12 cm

• Aluminium

• Options: gloss black, matte pearl white

At a glance

2 × 0.7 W
Output power

into 47 Ω

30 – 600 Ω
Headphone range

2
Output impedances

high and low

Class B
Push-pull

1 ECC82 per channel

Rear panel

Entirely manufactured in France

Machining, soldering of discrete 
components and internal wiring.
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